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ARTICLE VII
 DENSITY AND DIMENSION REQUIREMENTS
Section 56: 
Minimum Lot Size

Subject to the provisions of Section 41, Planned Developments, all lots in the following zones shall have at least the amount of square footage indicated in the following table:

ZONE






MINIMUM SQUARE FEET

OC






No Minimum

RR





          
40,000

RO





          
20,000

R1






  8,000

R2






  3,000

OR






  7,000*

EI





          
20,000

CC






   3,000*

C1






   5,000*

C2






No Minimum

I1






No Minimum

IC






No Minimum

(I2 changed to IC 5-19-98, O-100) 

*If used for residential purposes otherwise no minimum.

Section 57:
 Residential Density

(a) Subject to provisions of Section 41, Planned Developments. Every lot for residential purposes shall have the number of square feet per dwelling unit indicated in the following table.  In determining the number of dwelling units permissible on a tract of land, fractions shall be rounded to the nearest whole number.

ZONE






MINIMUM SQUARE FEET’








PER DWELLING UNIT

RR





            40,000

RO





             20,000 (amended 4-18-95,O-86)  
R1






   8,000

R2






   3,000

OR






   7,000

EI






   3,000

CC






   3,000

C1






   5,000
a. Duplexes may be allowed on lots having a minimum area of 12,000 square feet within the Rl district after issuance of a Conditional Use Permit by the City Council.

Section 58: Minimum Lot Widths

a.
No lot may be created that is so narrow or otherwise so irregular that it would be impractical to 
construct on it a building that:

1. Could be used for purposes that are permissible in that zoning district.

2.
Could satisfy any applicable setback requirements for that district.

b.
Except as provided in Section 41, Planned Developments, the following minimum lot widths 
shall be required:

ZONE







LOT WIDTH











( in feet )

OC









No Minimum

RR









100

RO









  80

R1









  60

R2









  60

OR









  60

EI









100

CC








No Minimum

C1








 80

C2








100

I1








100

IC








100

(I2 Changed to IC 5-19-98, O-100)

Section 59: Building Setback Requirements

(a)
Subject to other provisions of this ordinance, no portion of any building may be located on any 
lot closer to any lot line or street right‑of‑way line than is authorized in the table set forth in this 
section.


1.
Setbacks shall be measured from the street right‑of‑way line as determined by a 



referenced map, set iron markers or other means approved by the Department of Public 


Works.


2.
As used throughout this Article, lot boundary line refers to lot boundaries other than 


those that abut streets.  


3.
As used in this section, “building” includes any substantial structure which by its size, 


scale, bulk, dimensions or use tends to constitute a visual obstruction or generate activity 


similar to that usually associated with a building, including:



a.
Gas pumps, overhead canopies and roofs.



b.
Fences located in the building setback area which are more than forty‑eight                                                 


(48) inches in height.



c.
Swimming pools over twenty‑four (24) inches in depth, including both in‑ground 



and aboveground pools with decks and appurtenances.



d.
Satellite dishes, provided they are not located closer to the front building setback 



line than the principal structure.



FRONT
SIDE AND REAR

ZONE
BUILDING LINE
LOT BOUNDARY LINE

OC
30

20

RR
30

15

RO
30

15

Rl
20

10

R2
20

30*

OR
20

15

EI
20

20

CC


    None**



None**

Cl


     20




     15

C2


     50




     15

Il


     50




     20

IC


     50




     20

(I2 Changed to IC 5-19-98, O-100)

* Only 10 foot required for single family dwellings.

** None required, but 10-foot minimum if provided.

***Crowfields 20’ Ref. Planning Commission action 8-10-95

(See Planning Commission minutes of 8-10-95 as per this ordinance section 59 C the Planning Commission determined that the 40% was met for Crowfields thus new construction only had to meet a 20’ setback.)

(b) 
Whenever a lot in a nonresidential district has a common boundary line with a lot 
in a residential 
district, and the setbacks in the nonresidential district are less than the setback in the residential 
district, the nonresidential district lot shall be required to observed the setback applicable to the 
adjoining residential lot.

(c)
In a residential district, if more than 40% of the existing dwellings on a block (those houses 
between two intersecting streets) have a building setback that is less than is required in that 
district, new residential structures can observe the average setback of existing houses on that 
block.
Section 60: Accessory Building Setback Requirements

(a) All accessory buildings in residential districts must comply with street right‑of‑way and lot boundary setbacks as set forth in Section 59, but shall be required to observe only a five (5) foot setback from the rear lot boundary line.

(b)
Maximum lot coverage in residential zones of principal and accessory buildings, including impervious surfaces, shall not exceed 40% of the lot in the RO, RR, Rl and R2 districts.

Section 61: Building Height Limitations

Building height limits, as measured from the average surrounding grade in the various zoning districts shall be as follows:

ZONE






HEIGHT LIMITATION (in feet) 

OC, RR, RO, Rl








35

OR, CC








35

R2, EI








35

Cl, C2








35

Il, 1C








35

(I2 Changed to IC 5-19-98, O-100)

SECTION 62: Reserved
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