Zoning Ordinance 

Article VIII Parking, and Loading Requirements

Page 8-1

ARTICLE VIII
 PARKING, AND LOADING REQUIREMENTS
Section 63: Number of Parking Spaces Required

(a) All developments in all zoning districts, except the CC, Community Center district shall provide a sufficient number of parking spaces to accommodate the number of vehicles that ordinarily are likely to be attracted to the development in question. The basis for determining the required number of parking spaces shall be the Table of Parking Requirements beginning on page 8-2 of this ordinance.

(b) The Council recognizes that the Table of Parking Requirements as set forth cannot cover every possible situation that may arise and therefore, in cases not specifically covered, the permit-​issuing authority is authorized to determine the parking requirement using the table as a guide.

Section 64: Flexibility in Administration Required

(a) The Council recognizes that due to the particularities of any given development, inflexible application of the parking requirement set forth in the table may result with either inadequate parking space or parking space far in excess of its needs. Therefore, as suggested in subsection (b) of Section 63, the permit‑issuing authority may deviate from the requirements in the Table of Parking requirements and may require more or allow less parking whenever it finds that such deviations are more likely to satisfy the standards set forth in the Table of Parking Requirements.

(b) Whenever the permit‑issuing authority allows or requires a deviation from the Table of Parking Requirements, the reasons for such deviation shall be noted on the building permit.

Parking Requirements

See Table of Parking Requirements.

Section 65: Parking Space Dimensions

(a) Subject to subsections (b) and (c), each parking space shall contain a rectangular area at least nineteen (19) feet long and nine (9) feet wide.

(b) Whenever parking areas consist of spaces set aside for parallel parking, the dimensions of such parking spaces shall be not less than twenty‑two (22) feet by nine (9) feet.

Section 66: General Design Requirements

(a) Parking lot driveways shall be not less than ten (10) feet in width for one‑way traffic and eighteen (18) feet in width for two-​way traffic except that ten (10) foot driveways are permitted for two‑way traffic when the driveway is not longer than fifty (50) feet and serves no more than six (6) spaces and sufficient turning space is provided so that vehicles need not back into a public street.

(b) Unless no other practical alternative is available, vehicle-parking areas shall be designed so that vehicles may exit an area without backing onto a public street.  This requirement does not apply to one and two‑family dwelling units.

(c) Vehicle circulation areas of all developments shall be designed so that sanitation, emergency and public service vehicles can serve such developments without having to make hazardous or dangerous turning movements.

Section 67: Parking and Vehicle Circulation Area Surfaces

(a) Parking and vehicle circulation areas including lanes for drive‑thru windows that are used regularly at least 5 days per week shall be graded and surfaced with asphalt, concrete or other material that will provide equivalent protection against potholes, erosion and dust, and shall be properly maintained in all respects including free from potholes.

(b) Parking and vehicle circulation areas that are not provided with the type of surface as specified in subsection (a) shall be graded and surfaced with crushed stone, gravel or other suitable material that is stable and maintained to minimize dust and erosion.

(c) Parking lot surfaced in accordance with subsection (a) shall be appropriately marked with painted lines or other markings.

Section 68: Joint Use of Required Parking Spaces

(a) One parking area may contain required spaces for several different uses, but except as provided for in this section, the required space assigned to one use may not be assigned to any other use.

(b) To the extent that developments that wish to make joint use of the same parking spaces operate at different times, the same space may be credited to both uses. For example, if a church parking lot is only 

occupied to 50 percent of capacity on days other than Sunday, another development could make use of 50 percent of the church lot's spaces on those other days.

Section 69: Satellite Parking

(a) If the number of off‑street parking spaces required by this ordinance cannot be reasonably provided on the same lot where the principal use associated with the parking spaces is located, then spaces may be provided on adjacent or nearby lots in accordance with provisions of this section and the Table of Permitted uses of this ordinance. These off‑site spaces are referred to as satellite parking spaces.

(b) All satellite parking spaces (except spaces intended for employee use) must be located within 400 feet of a public entrance of a principal building. Satellite parking for employee parking may be located within any reasonable‑distance.

(c) The developer wishing to take advantage of the provisions cf this section must present satisfactory written evidence that they have the permission of the owner or other person in charge to use such spaces. The developer must also sign an acknowledgement that the continued validity of the permit depends on their continuing ability to provide the required number of parking spaces.

Section 70: Loading and Unloading Areas

(a) Whenever the normal operation of any development requires that goods, merchandise or equipment be routinely shipped or delivered to or from that development, a sufficient off‑street loading and unloading area must be provided in accordance with this section.

(b) The following table indicates the size and number of spaces that, presumptively, satisfy standards set forth in this section.

However, the permit issuing authority may require more or less loading and unloading area if reasonably necessary to satisfy the foregoing standard.
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Area of Building
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80,000
‑
127,999
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128,000
‑
191,000
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192,000
‑
255,999
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Plus 1 space for each additional 72,000 square feet

*Minimum dimension of 12 feet by 55 feet with 14 foot overhead clearance
(c) Loading and unloading areas shall be located and designed to complete the loading and unloading without obstructing or interfering with any public right‑of‑way, or any parking space or parking lot aisle.

(d) No area allocated to loading and unloading facilities may be used to satisfy the area requirements for off‑street parking, nor shall any portion of any off‑street parking area be used to satisfy the area requirements for loading and unloading facilities. 
Sections 71: Parking Requirements in the CC District

It is the intent of this ordinance to ensure that each development provide off‑street parking in amounts sufficient to meet the anticipated parking demand. The Council recognizes, however, that physical limitations of properties in the CC district may prohibit strict compliance with established parking requirements. Therefore, required parking within the CC district shall be determined during Site Plan Review and approved by the City Council based upon the characteristics of the specific site and the availability of nearby on-or- off‑street public parking.

Sections 72 and 73: Reserved
